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EU-TYPE EXAMINATION CERTIFICATE 
  
[2] 
 

EQUIPMENT OR PROTECTIVE SYSTEM INTENDED FOR USE IN POTENTIALLY EXPLOSIVE 
ATMOSPHERES DIRECTIVE 2014/34/EU 
 

[3] EU-Type Examination Certificate Number: 
 

Presafe 16 ATEX 9176X  Issue 2 

[4] Product: 
 

LED luminaires 
 

[5] Manufacturer: 
 

Glamox AS 
 

[6] Address: Birger Hatlebakks veg 15 
6405 Molde 
NORWAY 
 

[7] This product and any acceptable variation thereto is specified in the schedule to this certificate and 
the documents therein referred to. 
 

[8] DNV GL Presafe AS, notified body number 2460, in accordance with Article 17 of Directive 
2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, certifies that 
this product has been found to comply with the Essential Health and Safety Requirements relating 
to the design and construction of products intended for use in potentially explosive atmospheres 
given in Annex II to the Directive.  
 

 The examination and test results are recorded in confidential reports listed in section 16. 

[9] Compliance with the Essential Health and Safety Requirements has been assured by compliance 
with: 
EN 60079-0:2018, EN 60079-7: 2015, EN 60079-18: 2015, EN 60079-28:2015 and  
EN 60079-31: 2014 
 

[10] If the sign “X” is placed after the certificate number, it indicates that the product is subject to the 
Specific Conditions of Use specified in the schedule to this certificate.  
 

[11] This EU - TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the 
specified product.  Further requirements of the Directive apply to the manufacturing process and 
supply of this product.  These are not covered by this certificate. 
  

[12] The marking of the product shall include the following: 
 

   II 2 G Ex eb mb op is IIC T5 Gb 
 

   II 2 D Ex tb op is IIIC T81°C  Db 

 
 

  
 
Date of issue: 
2020-01-17 

 
 
 
 

 

 
PROD 021 

 
________________________ 

Ståle Sandstad 
For DNV GL Presafe AS 

The Certificate has been digitally signed. 
See www.dnvgl.com/digitalsignatures for info  
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[13]    Schedule 
 

[14] EU-Type Examination Certificate No: 
 

Presafe 16 ATEX 9176X  Issue 2 

 
[15] Description of Product  

This certificate covers LED Luminaires, MAX LED IC, with and without Emergency light from Glamox. Its 
main protection is Ex “e” and the luminaire includes a LED module, certified Ex “mb”. In addition, the 
luminaire can be equipped with emergency light which includes a battery pack. The charging of the battery 
is indicated with a small LED, certified Ex “mb” in this certificate. The enclosure consists of two plain entries 
into each short side of the enclosure, suitable Ex “e” and “t”b certified cable glands and blanking elements 
must be used and provide appropriate degree of ingress protection. 
 
Type designation 
MAX 600 LED 1100 IC, MAX 600 LED 2200 IC, MAX 600 LED 2200 IC E1/E3, MAX 1200 LED 4500 IC and 
MAX 1200 LED 4500 IC E1/E3. 
 
Electrical Data 
MAX LED IC main variants Ta in °C LED Modul / No Em. Modul / No 

MAX 600 LED 1100 IC 230V -40 / +55 12W 230V 175150XXXX - 

MAX 600 LED 2200 IC 230V -40 / +55 12W 230V 175150XXXX - 

MAX 600 LED 2200 IC 120V -40 / +55 12W 120V 175151XXXX - 

MAX 600 LED 2200 IC 240V -40 / +55 12W 240V 175152XXXX - 

MAX 600 LED 2200 IC E1 230V -20 / +55 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 600 LED 2200 IC E1 120V -20 / +55 12W 120V 175151XXXX 120V 1,5h -40°C 1506024000 

MAX 600 LED 2200 IC E1 230V -40 / +40 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 600 LED 2200 IC E1 120V -40 / +40 12W 120V 175151XXXX 120V 1,5h -40°C 1506020000 

MAX 600 LED 2200 IC E1 230V -40 / +50 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 600 LED 2200 IC E1 120V -40 / +50 12W 120V 175151XXXX 120V 1,5h -40°C 1506024000 

MAX 600 LED 2200 IC E3 230V -20 / +55 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 

MAX 600 LED 2200 IC E3 120V  -20 / +55 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

MAX 600 LED 2200 IC E3 230V -40 / +40 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 

MAX 600 LED 2200 IC E3 120V  -40 / +40 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

MAX 600 LED 2200 IC E3 230V -40 / +50 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 

MAX 600 LED 2200 IC E3 120V  -40 / +50 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

MAX 1200 LED 4500 IC 230V -30 / +55 12W 230V 175150XXXX - 

MAX 1200 LED 4500 IC 120V -30 / +55 12W 120V 175151XXXX - 

MAX 1200 LED 4500 IC 240V -30 / +55 12W 240V 175152XXXX - 

MAX 1200 LED 4500 IC E1 230V -20 / +55 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 1200 LED 4500 IC E1 120V -20 / +55 12W 120V 175151XXXX 120V 1,5h -40°C 1506024000 

MAX 1200 LED 4500 IC E1 230V -30 / +40 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 1200 LED 4500 IC E1 120V -30 / +40 12W 120V 175151XXXX 120V 1,5h -40°C 1506020000 

MAX 1200 LED 4500 IC E1 230V -30 / +50 12W 230V 175150XXXX 230V 1,5h -40°C 1506024200 

MAX 1200 LED 4500 IC E1 120V -30 / +50 12W 120V 175151XXXX 120V 1,5h -40°C 1506024000 

MAX 1200 LED 4500 IC E3 230V  -20 / +55 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 
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MAX 1200 LED 4500 IC E3 120V  -20 / +55 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

MAX 1200 LED 4500 IC E3 230V  -30 / +40 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 

MAX 1200 LED 4500 IC E3 120V  -30 / +40 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

MAX 1200 LED 4500 IC E3 230V  -30 / +50 12W 230V 175150XXXX 230V 3,0h -40°C 1506024300 

MAX 1200 LED 4500 IC E3 120V  -30 / +50 12W 120V 175151XXXX 120V 3,0h -40°C 1506024100 

 
 
Degrees of protection (IP Code) 
IP67 according to IEC 60079-0. 
 
Routine tests 
Dielectric strength test according to EN 60079-7, clause 7.1. 
Visual inspection of Ex m equipment according to EN 60079-18, clause 9.1 (apply for the indicator LED, 
LED1.0Ex). 
 
Ex Components used: 
Ex component  Certificate CENELEC Standard 
LED linear module type 175150, 175151, 175152 
From Glamox Production GmbH & Co. KG 

IBExU 14ATEX1271U / 
IECEx IBE 14.0061U 

EN 60079-0:2012,  
EN 60079-18:2015 

LED emergency operation unit type 1506024x 
From Glamox Production GmbH & Co. KG 

IBExU 15ATEX1047U / 
IECEx IBE 14.0082U 

EN 60079-0:2012,  
EN 60079-18:2015 

Screw terminal type 11220556 
From Glamox. 

Nemko 02ATEX335U / 
IECEx NEM 14.0002U 

EN 60079-0:2018,  
EN 60079-7:2015 

Terminal block from Wago 264-NOx PTB 98ATEX3129U / 
IECEx PTB 04.0003U 

EN 60079-0:2012,  
EN 60079-7:2007 

BATTERY BOX BAT7X IC From Glamox 
Battery pack spare part: PM161012000, PM161012001, 
PM161012002,  
6xNiCd, 7.2V, 3.5, 4.0 or 5.0Ah 

PRESAFE 14 ATEX 4891U / 
IECEx PRE 14.0015U 

EN 60079-0:2018,  
EN 60079-7:2015,  
EN 60079-31:2014 

 
 
 

[16] Report No.: D0002897/02 – PRJC556065-2016-PRC-NOR 
 
 
[17] Specific Conditions of Use 
 Potential electrostatic charging hazard – For cleaning use moist cloth only! No solvent. 
 

 
 
[18] Essential Health and Safety Requirements 
 
 Essential Health and Safety Requirements (EHSRs) are covered by the standards listed at item 9 
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[19] Drawings and documents 
 

Number Title Rev. Date 
11758186 DESCRIPTIVE DOCUMENT LIST MAX LED IC 7 08.11.2019 

 
[20] Certificate History 
 

Issue  Description  Issue date  Report no. 

0  Original issue  2017‐01‐25  D0002897 

1  Item numbers at Emergency unit have been changed from 
1506024000, 1506024100, 1506024200, 1506024300,  
1506024400, 1506024500, 1506024600, 1506024700 
to same item numbers but now will end with ..10 instead 
of ..00 

2017‐12‐07  D0002897/01 

2  New model added, MAX 600 LED 1100 IC, and changes to the 
LED charging indicator. Update to the latest edition of the  
EN 60079‐0 standard. 

2020‐01‐17  D0002897/02 

 
 
 
 
END OF CERTIFICATE  
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