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[1]

TYPE EXAMINATION   CERTIFICATE  

[2] Directive 2014/34/EU of the European Parliament and of the Council of 26 February 2014

[3] Type Examination Certificate Number: PRESAFE 17ATEX 11670X Issue 4

[4] Product: LED luminaires/MIX G2 Series

[5] Manufacturer: Glamox AS

[6] Address: Birger Hatlebakks veg 15
6415 Molde
Norway

[7] This product and any acceptable variation thereto is specified in the schedule to this certificate and
the documents therein referred to.

[8] DNV Product Assurance AS certifies that this product has been found to comply with the Essential
Health and Safety Requirements relating to the design and construction of products intended for use
in potentially explosive atmospheres given in Annex II to Directive 2014/34/EU of the European
Parliament and of the Council, dated 26 February 2014. 

 The examination and test results are recorded in confidential reports listed in item 16.

[9] Compliance with the Essential Health and Safety Requirements has been assured by compliance
with:
EN IEC 60079-0:2018, EN IEC 60079-7:2015+A1:2017 & EN 60079-31:2014

Where additional criteria beyond those given here have been used, they are listed at item 18 in the Schedule.

[10] If the sign �X� is placed after the certificate number, it indicates that the product is subject to the
�Specific Conditions of Use� listed under item 17 of this certificate.

[11] This TYPE EXAMINATION CERTIFICATE relates only to the design of the specified equipment and
not to specific items of equipment subsequently manufactured

[12] The marking of the product shall include the following:

 II 3 G Ex ec IIC T5 Gc

 II 3 D Ex tc IIIC T81°C Dc

Date of issue:
2025-02-06

________________________
Ståle Sandstad

For DNV Product Assurance AS
The Certificate has been digitally signed.

See www.dnv.com/digitalsignatures for info
 

http://www.dnv.com
http://www.dnv.com/digitalsignatures


               

PRESAFE 17ATEX 11670X, issue4

This certificate may only be reproduced in its entirety and without any change, schedule included.

DNV Product Assurance AS, Veritasveien 1, 1363 Høvik, Norway, Tel +47 67 57 88 00, www.dnv.com DMSP-5-PA-ATEX-05-A8, rev 0

Page 2 of 4

[13] Schedule

[14] Type Examination Certificate No: PRESAFE 17ATEX 11670X  Issue 4

[15] Description of Product 
Luminaires in the MIX G2 series comes in different setups for different ambient temperatures and different
voltage ratings. All variants listed below have been assessed. 
Their main protections are Ex �ec� and �tc� and the luminaires includes LED driver, LED light strings,
Terminals and for those variants with emergency light option, a battery package with NiCd 6.0V 4,0Ah is
also included.
The enclosure consists of plain entries into the short side of the enclosure, suitable Ex �e� and �t� certified
cable glands and blanking elements must be used with appropriate ambient temperature and degree of
ingress protection.

Type designations with Ambient Temperature and Electrical Data

LED on all variants: Baelux, BLX-LN-279-X1-2000. There are also options to cover the LEDs with a
polycarbonate plate with a colored film. Dependent on the film used, this will emit the light in different colors
like red, green and blue.

*) MAXZ = Galvanized steel enclosure body 
MAXS = Stainless steel enclosure body

Ta = Ambient temperature
range
W = Power (Watt)

mA = current (mA)

MIX G2 Variant: Ta, (°C): W: Driver Type: mA: Battery:

MIX*67-600 G2 2500 HF 220-240V/0-50-60Hz -40/55 17 3 C 180 08 0 200 N/A

MIX*67-600 G2 2500 DALI 220-240V/0-50-60Hz -40/55 17 3 C 180 08 6 200 N/A

MIX*67-600 G2 2500 HF EB1 HF 110-240V/50-60Hz -25/+45 19 3 G 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 DALI EB1 110-240V/50-60Hz -25/ +45 19 3 G 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 HF EB1 HF 220-240V/50-60Hz -25/+50 19 3 D 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 DALI EB1 220-240V/50-60Hz -25/+50 19 3 D 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 HF EB3 HF 110-240V/50-60Hz -25/+45 19 3 G 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 DALI EB3 110-240V/50-60Hz -25/+45 19 3 G 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 HF EB3 HF 220-240V/50-60Hz -25/+50 19 3 D 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-600 G2 2500 DALI EB3 220-240V/50-60Hz -25/+50 19 3 D 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 HF 220-240V/0-50-60Hz -40/55 34 3 C 180 08 0 200 N/A

MIX*67-1200 G2 5000 DALI 220-240V/0-50-60Hz -40/55 34 3 C 180 08 6 200 N/A

MIX*67-1200 G2 5000 HF EB1 HF 110-240V/50-60Hz -25/+45 36 3 G 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 DALI EB1 110-240V/50-60Hz -25/+45 36 3 G 180 14 6 200
6,0V 4.0
Ah NiCd

http://www.dnv.com
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*) MAXZ = Galvanized steel enclosure body 
MAXS = Stainless steel enclosure body

Ta = Ambient temperature
range
W = Power (Watt)

mA = current (mA)

MIX G2 Variant: Ta, (°C): W: Driver Type: mA: Battery:

MIX*67-1200 G2 5000 HF EB1 HF 220-240V/50-60Hz -25/+50 36 3 D 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 DALI EB1 220-240V/50-60Hz -25/+50 36 3 D 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 HF EB3 HF 110-240V/50-60Hz -25/+45 36 3 G 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 DALI EB3 110-240V/50-60Hz -25/+45 36 3 G 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 HF EB3 HF 220-240V/50-60Hz -25/+50 36 3 D 180 14 0 200
6,0V 4.0
Ah NiCd

MIX*67-1200 G2 5000 DALI EB3 220-240V/50-60Hz -25/+50 36 3 D 180 14 6 200
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 HF 220-240V/0-50-60Hz -40/55 53 3 C 180 08 0 250 N/A

MIX*67-1500 G2 7500 DALI 220-240V/0-50-60Hz -40/55 53 3 C 180 08 6 250 N/A

MIX*67-1500 G2 7500 HF EB1 220-240V/50-60Hz -25/+45 55 3 G 180 14 0 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 DALI EB1 220-240V/50-60Hz -25/+45 55 3 G 180 14 6 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 HF EB1 220-240V/50-60Hz -25/+50 55 3 D 180 14 0 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 DALI EB1 220-240V/50-60Hz -25/+50 55 3 D 180 14 6 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 HF EB3 220-240V/50-60Hz -25/+45 55 3 G 180 14 0 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 DALI EB3 220-240V/50-60Hz -25/+45 55 3 G 180 14 6 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 HF EB3 220-240V/50-60Hz -25/+50 55 3 D 180 14 0 250
6,0V 4.0
Ah NiCd

MIX*67-1500 G2 7500 DALI EB3 220-240V/50-60Hz -25/+50 55 3 D 180 14 6 250
6,0V 4.0
Ah NiCd

Degrees of protection (IP Code): IP66/67 

Ambient temperature: Refer above

Routine tests
Dielectric strength test according to IEC 60079-7, clause 7.1

[16] Report No.: ATEX-SC583573
Project No.: SC583573

[17] Specific Conditions of Use
1. Do not open when an explosive atmosphere is present.
2. Potential electrostatic charging hazard � for cleaning use moist cloth only! No solvent.

http://www.dnv.com
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[18] Essential Health and Safety Requirements

 Met by compliance with the requirements mentioned in item 9.

[19] Drawings and documents

Number Title Rev. Date

11917499 *DESCRIPTIVE DOCUMENT LIST MIX G2 10 20.01.2025
11914578 *ASSEMBLY MULTI MIX G2 2 19.12.2024

11917350 *MAIN BODY MULTI EM G2 0 11.01.2023

11917351 *MAIN BODY MULTI G2 0 11.01.2023
11914540 *ASSY DIFFUSER MIX/MAX 600 G2 0 10.01.2023

11916804 *ASSY DIFFUSER MIX/MAX 1200 G2 0 10.01.2023

11916805 *ASSY DIFFUSER MIX/MAX 1500 G2 0 10.01.2023
11911333 *ASSY GEAR TRAY MIX600 G2 3 19.12.2024
11911022 *ASSY GEAR TRAY MIX1200 G2 3 19.12.2024

11911013 *ASSY GEAR TRAY MIX1500 G2 3 19.12.2024

11897889 *DIFFUSER CLIP MULTI G2 1 05.01.2023
11914567 *ASSEMBLY BATX7 MIX G2 1 06.03.2023

11914569 *PART LIST BAT7X MIX G2 0 11.01.2023

11917744 *WIRING DIGRAM MIX G2 HF 1 19.12.2024
11917747 *WIRING DIGRAM MIX G2 DALI 1 19.12.2024

11917748 *WIRING DIGRAM MIX G2 HF EMERGENCY 1 19.12.2024

11917749 *WIRING DIGRAM MIX G2 DALI EMERGENCY 1 19.12.2024
11918398 *WIRING DIGRAM MIX G2 HF 110V 1 19.12.2024

11918498 *WIRING DIGRAM MIX G2 DALI 110V 1 19.12.2024

11918828 *MIX G2-TYPE LABELS 6 11.07.2024
22155527 *MIX G2 main variants 6 17.01.2025

22156541 Data Sheet BLX-LN-279  2 15.01.2025

[20] Certificate History

Issue Description Issue date Report no.

0 Original issue 2018-02-09 D0003302

1 Change of LED module 2018-10-26 D0003302-01
2 Assessment for updated standard and 

inclusion updated driver for non-emergency variant
2020-07-07 D0003302-02

3 Revision of descriptive documents due to updated
marking label

2023-09-15 SC475017

4 Assessment of new enclosure design.
Assessment of new LED strings from Baelux.

2025-02-06 ATEX-583573

-END OF CERTIFICATE-
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